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Part No. Design Outer 

Ø

Tolerance Insulation 

thickness

Inner 

Ø

Max.  

length

Weight

[kg/m]

Solid shaft 6 h8 – – 3,000 0.08

Solid shaft 8 h8 – – 3,000 0.14

Solid shaft 10 h8 – – 3,000 0.22

Solid shaft 12 h8 – – 3,000 0.32

Tube 12 h8 2 8 3,000 0.17

Solid shaft 16 h8 – – 3,000 0.56

Tube 16 h8 2 12 3,000 0.25

Solid shaft 20 h8 – – 3,000 0.88

Tube 20 h9 2 16 3,000 0.32

Solid shaft 25 h8 – – 3,000 1.37

Tube 25 h9 3 19 3,000 0.59

Hollow shaft 30 h8 7.5 15 3,000 1.48

Solid shaft 30 h8 – – 3,000 1.9

Hollow shaft 40 h8 10 20 3,000 2.63

Solid shaft 40 h8 – – 3,000 3.4

Hollow shaft 50 h8 11 28 3,000 3.75

Hollow shaft 60 h8 11 38 3,000 4.7

Hard anodised surfaces
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Order example:

AWMP-12-500: precision aluminium shaft Ø 12 mm, 500 mm in length

Order key

AWMP:  Solid shaft up to Ø 25 mm 

hollow shaft from Ø 30 mm

AWMR: Tube

Precision aluminium shafts

 Material:  EN AW 6061/6060

 Straightness: EN 754-3

 Hardness: 75 HB

 Surface: hard anodised

 Hardness: up to 550 HV

 Imperial dimensions on request

Dimensions [mm]

igus® recommendation: linear bearings  

equipped with iglidur® E7 liners for  

8 times longer service life


