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KFSM-GT-3523) 5,000 2,500 4,500 2,250 183.5

KFSM-GT-40 5,000 2,500 4,500 2,250 161.6

KFSM-GT-4523) 6,000 3,000 5,000 2,500 294.6

KFSM-GT-50 6,000 3,000 5,000 2,500 260.1

KFSM-GT-3523) 35.0 59.0 26.0 66.0 30.0 45.0 48.5 66.0 92.0 13.5 24°

KFSM-GT-40 40.0 59.0 26.0 66.0 30.0 45.0 48.5 66.0 92.0 13.5 24°

KFSM-GT-4523) 45.0 72.0 26.0 82.0 40.0 60.0 60.0 78.0 104.0 13.5 24°

KFSM-GT-50 50.0 72.0 26.0 82.0 40.0 60.0 60.0 78.0 104.0 13.5 24°

igubal® 

flange 

bearings
igubal® flange bearings | Product range

Part No. Maximum static radial load Maximum static axial load Weight

Short term Long term Short term Long term

[N] [N] [N] [N] [g]

Part No. d1 dn d3 dk A1 A2 B m h N Max.  

pivot angleE10

 Preassembled

 Option with plug-in feet

 Resistant to dirt

 Light weight

 Low installation space 

 For high static loads

 High tensile strength and fatigue strength

 Predictable lifetime

 Maintenance free, dry-running

 Mounting:  with plug-in feet M10 

without plug-in feet M12 Example: KFSM-GT-40-A

For KFSM with distance pieces, please add an "A" to the part no. Example: KFSM-GT50-A.
23) Diameter given by iglidur® J bore reducer

Flange bearing with 4 mounting holes and 

split housing: KFSM GT

Max. tightening torque for fixing: 30 Nm

Technical data

Dimensions [mm]

Lifetime calculation, configuration and more  www.igus.eu/kfsm-gt

Order key

Type Size Options
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Material:

Housing: RN33  Page 1236

Spherical ball: iglidur® J  Page 99


